OPERATOR'S MANUAL

Rectangular Orbital Floor Machine

Read this manual carefully before starting the machine



IMPORTANT SAFETY INSTRUCTIONS

BEFORE USING A FLOOR MACHINE, BASIC PRECAUTIONS SHOULD BE
FOLLOWED, INCLUDING THE FOLLOWING:

WARNING

To reduce risk of fire, electric shock or injury:

"WARNING OF POTENTIAL INJURY". The floor machine contains moving
parts, be sure to unplug machine before servicing to reduce the risk of injury.
Do not put any objects into openings.

Never turn the appliance on with the handle in the upright position. Make sure
the handle is in operating position.

Do not leave machine unattended when plugged in. Unplug the electrical cord
when not in use or before servicing.

Do not use with damaged cord or plug. If floor machine is not working as it
should, has been dropped, damaged, left outdoors, or dropped into water,
return it to a service center before using.

Do not use extension cords or outlets with inadequate current carrying
capacity.

This appliance must be grounded. If it should malfunction or breakdown,
grounding provides a path of least resistance for electric current to reduce the

risk electric shock.
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OPERATING INSTRUCTIONS (ENGLISH)

How to Assemble/Replace the Pad

1. Unplug machine, secure handle tube in vertical position and lay down the
machine turning it over its wheels until the underneath side of the machine is
vertical and fully exposed.

2. Install or replace pad. The pad should be replaced if it has become matted
down to a thickness of 3/8" or less.

3. Return the machine to the upright position.

4. Do not operate this machine without the pad in place.

How To Start Your Floor Machine

1. Plug the power cord into a proper grounded outlet.

2. Adjust handle tube in a comfortable position by loosening the adjusting

lever at the desired height.

3. Press Switch lock and at the same time, press the starting switch on the
handle grip. The motor will start.
WARNING: The chassis should be parallel to the floor when you turn the
machine on. It is recommended to familiarize with the machine by working on

large spaces until you gain experience with the machine.



4. To turn the machine off simply release the starting switch while keeping

hands on handle grip.

TROUBLE SHOOTING CHART

ISSUE

Machine will not start

POTENTIAL CAUSE

PROPOSED SOLUTION

Mo electrical connection

Check to make sure that machine
is plugged into an outlet

Safety switch may not be
pressed in allowing start
up of machine

Read Operating Instructions to
1:=:nl-{surra proper steps are being
aken

Switch may be defective

Contact a service center to have
tested

Electrical voltage from
outlet may be too low to
power machine

Check the electrical outlet voltage

Circuit breaker/fuse is being
tripped

Electrical voltage from
outlet may be too low to
power machine

Once motor has had time to cool
down, depress the machines circuit
breaker (red button on the side of
the motor) to reset it. Try to start
machine again

Check the electrical outlet voltage

Eliminate extension cord if using
one and plug machine directly into
an outlet closer to work area

Machine is not running at a
consistent speed

If extension cord is being
used, the length may be
too long

Make sure that you are not usin%
an extension cord longer than 2
feet. Make sure that the cord gauge
is AWG 10.

If extension cord is not being used,
contact a service center to have
your machine tested

Machine is pulling hard to one
side

Pad is worn

Replace pad

Rubber isolators are worn

Contact a service center to replace
isolators

Machine is louder than it was
new

Rubber isolators are worn

Contact a service center to replace
isolators

If equipped with weight
k'rt?qwe?phts may not be
secured properly

Make sure that weights are seated
roperly and that knobs are fully
ightened

Bearing is worn

Replace bearing assembly
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